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shall comply with the requirements of 
§ 63.147(b)(7) to document the reasons 
that the delay of repair was necessary. 

[62 FR 2762, Jan. 17, 1997, as amended at 66 
FR 6933, Jan. 22, 2001] 

§§ 63.141–63.142 [Reserved] 

§ 63.143 Process wastewater provi-
sions—inspections and monitoring 
of operations. 

(a) For each wastewater tank, sur-
face impoundment, container, indi-
vidual drain system, and oil-water sep-
arator that receives, manages, or 
treats a Group 1 wastewater stream, a 
residual removed from a Group 1 waste-
water stream, a recycled Group 1 
wastewater stream, or a recycled resid-
ual removed from a Group 1 waste-
water stream, the owner or operator 
shall comply with the inspection re-
quirements specified in table 11 of this 
subpart. 

(b) For each design steam stripper 
and biological treatment unit used to 
comply with § 63.138 of this subpart, the 
owner or operator shall comply with 
the monitoring requirements specified 
in table 12 of this subpart. 

(c) If the owner or operator elects to 
comply with Item 1 in table 12 of this 
subpart, the owner or operator shall re-
quest approval to monitor appropriate 
parameters that demonstrate proper 
operation of the biological treatment 
unit. The request shall be submitted 
according to the procedures specified 
in § 63.151(f) of this subpart, and shall 
include a discription of planned report-
ing and recordkeeping procedures. The 
owner or operator shall include as part 
of the submittal the basis for the se-
lected monitoring frequencies and the 
methods that will be used. The Admin-
istrator will specify appropriate report-
ing and recordkeeping requirements as 
part of the review of the permit appli-
cation or by other appropriate means. 

(d) If the owner or operator elects to 
comply with Item 3 in table 12 of this 
subpart, the owner or operator shall re-
quest approval to monitor appropriate 
parameters that demonstrate proper 
operation of the selected treatment 
process. The request shall be submitted 
according to the procedures specified 
in § 63.151(f) of this subpart, and shall 
include a description of planned report-

ing and recordkeeping procedures. The 
Administrator will specify appropriate 
reporting and recordkeeping require-
ments as part of the review of the per-
mit application or by other appropriate 
means. 

(e) Except as provided in paragraphs 
(e)(4) and (e)(5) of this section, for each 
control device used to comply with the 
requirements of §§ 63.133 through 63.139 
of this subpart, the owner or operator 
shall comply with the requirements in 
§ 63.139(d) of this subpart, and with the 
requirements specified in paragraph 
(e)(1), (e)(2), or (e)(3) of this section. 

(1) The owner or operator shall com-
ply with the monitoring requirements 
specified in table 13 of this subpart; or 

(2) The owner or operator shall use 
an organic monitoring device installed 
at the outlet of the control device and 
equipped with a continuous recorder. 
Continuous recorder is defined in 
§ 63.111 of this subpart; or 

(3) The owner or operator shall re-
quest approval to monitor parameters 
other than those specified in para-
graphs (e)(1) and (e)(2) of this section. 
The request shall be submitted accord-
ing to the procedures specified in 
§ 63.151(f) of this subpart, and shall in-
clude a description of planned report-
ing and recordkeeping procedures. The 
Administrator will specify appropriate 
reporting and recordkeeping require-
ments as part of the review of the per-
mit application or by other appropriate 
means. 

(4) For a boiler or process heater in 
which all vent streams are introduced 
with primary fuel, the owner or oper-
ator shall comply with the require-
ments in § 63.139(d) of this subpart but 
the owner or operator is exempt from 
the monitoring requirements specified 
in paragraphs (e)(1) through (e)(3) of 
this section. 

(5) For a boiler or process heater with 
a design heat input capacity of 44 
megawatts or greater, the owner or op-
erator shall comply with the require-
ments in § 63.139(d) of this subpart but 
the owner or operator is exempt from 
the monitoring requirements specified 
in paragraphs (e)(1) through (e)(3) of 
this section. 

(f) For each parameter monitored in 
accordance with paragraph (c), (d), or 
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(e) of this section, the owner or oper-
ator shall establish a range that indi-
cates proper operation of the treat-
ment process or control device. In 
order to establish the range, the owner 
or operator shall comply with the re-
quirements specified in 
§§ 63.146(b)(7)(ii)(A) and (b)(8)(ii) of this 
subpart. 

(g) Monitoring equipment shall be in-
stalled, calibrated, and maintained ac-
cording to the manufacturer’s speci-
fications or other written procedures 
that provide adequate assurance that 
the equipment would reasonably be ex-
pected to monitor accurately. 

[62 FR 2762, Jan. 17, 1997] 

§ 63.144 Process wastewater provi-
sions—test methods and procedures 
for determining applicability and 
Group 1/Group 2 determinations 
(determining which wastewater 
streams require control). 

(a) Procedures to determine applica-
bility. An owner or operator shall com-
ply with paragraph (a)(1) or (a)(2) of 
this section for each wastewater 
stream to determine which wastewater 
streams require control for Table 8 and/ 
or Table 9 compounds. The owner or 
operator may use a combination of the 
approaches in paragraphs (a)(1) and 
(a)(2) of this section for different 
wastewater streams generated at the 
source. 

(1) Determine Group 1 or Group 2 sta-
tus. Determine whether a wastewater 
stream is a Group 1 or Group 2 waste-
water stream in accordance with para-
graphs (b) and (c) of this section. 

(2) Designate as Group 1. An owner or 
operator may designate as a Group 1 
wastewater stream a single wastewater 
stream or a mixture of wastewater 
streams. The owner or operator is not 
required to determine the concentra-
tion or flow rate for each designated 
Group 1 wastewater stream for the pur-
poses of this section. 

(b) Procedures to establish concentra-
tions, when determining Group status 
under paragraph (a)(1) of this section. An 
owner or operator who elects to comply 
with the requirements of paragraph 
(a)(1) of this section shall determine 
the annual average concentration for 
Table 8 and/or Table 9 compounds ac-
cording to paragraph (b)(1) of this sec-

tion for existing sources or paragraph 
(b)(2) of this section for new sources. 
The annual average concentration 
shall be a flow weighted average rep-
resentative of actual or anticipated op-
eration of the chemical manufacturing 
process unit generating the wastewater 
over a designated 12 month period. For 
flexible operation units, the owner or 
operator shall consider the anticipated 
production over the designated 12 
month period and include all waste-
water streams generated by the process 
equipment during this period. The 
owner/operator is not required to deter-
mine the concentration of Table 8 or 
Table 9 compounds that are not reason-
ably expected to be in the process. 

(1) Existing sources. An owner or oper-
ator of an existing source who elects to 
comply with the requirements of para-
graph (a)(1) of this section shall deter-
mine the flow weighted total annual 
average concentration for Table 9 com-
pounds. For the purposes of this sec-
tion, the term concentration, whether 
concentration is used alone or with 
other terms, may be adjusted by multi-
plying by the compound-specific frac-
tion measured (Fm) factors listed in 
table 34 of this subpart unless deter-
mined by the methods in 
§ 63.144(b)(5)(i)(A) and/or (B). When con-
centration is determined by Method 305 
as specified in § 63.144(b)(5)(i)(B), con-
centration may be adjusted by dividing 
by the compound-specific Fm factors 
listed in table 34 of this subpart. When 
concentration is determined by Method 
25D as specified in § 63.144(b)(5)(i)(A), 
concentration may not be adjusted by 
the compound-specific Fm factors list-
ed in table 34 of this subpart. Com-
pound-specific Fm factors may be used 
only when concentrations of individual 
compounds are determined or when 
only one compound is in the waste-
water stream. Flow weighted total an-
nual average concentration for Table 9 
compounds means the total mass of 
Table 9 compounds occurring in the 
wastewater stream during the des-
ignated 12-month period divided by the 
total mass of the wastewater stream 
during the same designated 12-month 
period. The total annual average con-
centration shall be determined for each 
wastewater stream either at the point 
of determination, or downstream of the 
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